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DIN 371
M 1    x 0.25 40 5 2.5 2.1 35500
M 1.1 x 0.25 40 5 2.5 2.1 35501
M 1.2 x 0.25 40 5 2.5 2.1 35502
M 1.4 x 0.3 40 7 2.5 2.1 35503
M 1.6 x 0.35 40 8 2.5 2.1 35504
M 1.7 x 0.35 40 8 2.5 2.1 35505
M 1.8 x 0.35 40 8 2.5 2.1 35506
M 2    x 0.4 45 8 2.8 2.1 35507
M 2.5 x 0.45 50 9 2.8 2.1 35508
M   3    x 0.5 56 11 3.5 2.7 35510
M   4    x 0.7 63 13 4.5 3.4 35512
M   5    x 0.8 70 16 6.0 4.9 35513
M   6    x 1.0 80 19 6.0 4.9 35514
M   8    x 1.25 90 22 8.0 6.2 35515
M 10    x 1.5 100 24 10.0 8.0 35516
DIN 376
M 12    x 1.75 110 29 9.0 7.0 35517
M 14    x 2.0 110 30 11.0 9.0 35518
M 16    x 2.0 110 32 12.0 9.0 35519

DIN 371
M   3    x 0.5 56 11 3.5 2.7 35610
M   4    x 0.7 63 13 4.5 3.4 35612
M   5    x 0.8 70 16 6.0 4.9 35613
M   6    x 1.0 80 19 6.0 4.9 35614
M   8    x 1.25 90 22 8.0 6.2 35615
M 10    x 1.5 100 24 10.0 8.0 35616
DIN 376
M 12    x 1.75 110 29 9.0 7.0 35617
M 14    x 2.0 110 30 11.0 9.0 35618
M 16    x 2.0 110 32 12.0 9.0 35619

Fluteless Machine Taps (Forming Taps)
metric ISO-thread DIN 13

Maschi a rullare

DIN 371/376 2.1/2 Thread Start HSS-E Tol. ISO2X/6HX

Nominal Diameter L 1 L 2 D 2 Art.-No.

D

Application:

bright:
- for nonferrous metal of good ductility

Applicazione:

Lucido:

without Oil Groove/senza canali di espulsione

with Oil Groove/con canali di espulsione


