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Rd

Rd 8 x 1/10 90 26 6.0 4.9 79440
Rd 9 x 1/10 90 26 7.0 5.5 79441
Rd 10 x 1/10 100 28 7.0 5.5 79442
Rd 11 x 1/10 100 28 8.0 6.2 79443
Rd 12 x 1/10 110 28 9.0 7.0 79444
Rd 14 x 1/8 110 32 11.0 9.0 79445
Rd 16 x 1/8 110 32 12.0 9.0 79446
Rd 18 x 1/8 125 32 14.0 11.0 79447
Rd 20 x 1/8 140 32 16.0 12.0 79448
Rd 22 x 1/8 140 32 18.0 14.5 79449
Rd 24 x 1/8 160 34 18.0 14.5 79450
Rd 26 x 1/8 160 36 20.0 16.0 79451
Rd 28 x 1/8 160 36 20.0 16.0 79452
Rd 30 x 1/8 180 36 22.0 18.0 79453
Rd 32 x 1/8 180 36 25.0 20.0 79454
Rd 34 x 1/8 200 36 28.0 22.0 79455
Rd 36 x 1/8 200 36 28.0 22.0 79456
Rd 38 x 1/8 200 38 28.0 22.0 79457
Rd 40 x 1/6 200 50 32.0 24.0 79458
Rd 42 x 1/6 200 50 32.0 24.0 79459
Rd 44 x 1/6 200 50 36.0 29.0 79460

Nominal Diameter L 1 L 2 D 2 Art.-No.

D

Machine Taps
Knuckle thread DIN 405

Maschi a macchina

DIN 374 Form C HSS-E Tol. 7H

Application:

for general use
- non abrasive material up to 900 N/mm² 
- unalloyed and low alloyed steel
- for through and blind holes

Applicazione:

per uso universale

- Acciaio non legati e scarsamente legati
- per fori passanti e ciechi


